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Patio / Flatwork Permit Packet 

Village of Plainfield 

Village of Plainfield 
Building Department 

14400 S. Coil Plus Drive 
Plainfield, Illinois 60544 

815-439-2937 
building@goplainfield.com 
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Patio / Flatwork Permit Packet 

FLATWORK APPLICATION REQUIREMENTS 
The following is a guideline of requirements that need to be met along with the completed application. 

Application Requirements: 

 Complete application. 

 Submit a digital copy of plat of survey, indicating location and size of flatwork or provide a digital copy. 

 Check with your Homeowners Association regarding covenant restrictions. 

 Contact JULIE, INC. at 811  

Code Requirements: 

 The top surface of the concrete must be sloped away from the building. 

 The patio cannot be placed inside any easement. 

 Concrete Patio 

Concrete patios poured on grade not to exceed twelve inches (12”) above grade. 

The concrete thickness must be a minimum of 4” inches. The gravel base thickness must be com-
pacted a minimum of 4” inches. 

Welded wire reinforcing is required and must fully cover the area overlapping by 6” inches.  If you 
chose to use fiber mesh you must leave some sort of indication at inspection or it will fail.  

 Paver Patio 

Install per Manufacturers Installation. 

If a retaining wall is going up along the patio it cannot alter the existing grading or drainage or be 
placed inside any easement. 

 Concrete Garage Floor 

The concrete thickness must be a minimum of 4” inches. The gravel base thickness must be com-
pacted a minimum of 4” inches. Vapor Barrier is be required. 

Welded wire reinforcing is required and must fully cover the area overlapping by 6” inches.  If you 
chose to use fiber mesh you must leave some sort of indication at inspection or it will fail.  

  Gas Curb -Minimum of a four inches (4”) high gas curb shall be provided at each wall common 

 with the attached garage and residence.  A foundation wall may be utilized as a gas curb only if four 

 inches (4”) of foundation is exposed above the garage floor slab at each common wall. 

 Public Walks -  The five foot (5’) wide public walk must be five inches (5”) thick concrete over a five inches (5”) 

thick compacted CA-10 or CA-6 gravel base. 6” thick concrete  with welded wire mesh or fiber mesh over a 6” 

thick compacted CA-10 or CA-6 gravel base located in the driveway. Slope to be ¼” per foot toward curb. 

Construction joists should be 5’ on center. 1/2” expansion joints at 30’ on center and located to separate drive-

way and approach from public walk. Public walks must be located 1’ from front property line. 2 x 6 form boards 

are to be used (2 x 4 forms are not allowed.) Accessibility ramps required at corner lot intersections. If fiber 

mesh is used, it must be clearly indicated on site. 

 Service Walks – Must be four inches (4”) thick concrete over a four inches (4”) thick compacted gravel base.  

All sloping walks shall be no greater than ¼” per foot. 

If permit is not picked up within 30 days of approval it will be VOIDED and you must reapply. 
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Adopted Codes 

2021 International Residential Code 

Village of Plainfield Amendments 

 

Porches and Stoops– Must be four inches (4”) thick concrete with weld-

ed wire or fiber mesh over a four inches (4”) thick compacted gravel 

base.  Slope slab away from the building.  Stoop inspection required 

only if 9 square feet or greater.  Riser height minimum is four inches 

(4”) and the maximum is 7 3/4”.  Tread depth is a minimum of 10”.  A 

handrail is required with 4 or more risers. If fiber mesh is used, it must 

be clearly indicated on site. 

Guardrail: Indicate on the plans the minimum guard rail height from fin-

ished patio to top of rail with a minimum of thirty-six (36”).  A railing 

is required if the patio surface is thirty (30”) or more above finished 

grade with spindles that do not allow passage of an sphere 4” or more 

in diameter. The triangular openings formed by the riser, tread and 

bottom rail of a guard at the open side of a stairway are permitted to be 

of such a size that a sphere 6” cannot pass through.    

Handrail: Stairs with four risers or more require a graspable handrail. 

Handrail height is measured vertically from the nosing of the tread 

with a minimum height of  thirty-four (34”) and maximum height of 

thirty-eight (38”).   

Risers: Indicate the stair rise height (maximum rise is 7-3/4” or less). The 

greatest riser height difference within any flight of stairs shall not ex-

ceed the smallest by more than 3/8”; this includes the 1st riser from 

grade (grass, stone, woodchips pavers, etc.) Open risers are permitted, 

provided that the opening between treads does not permit the passage 

of a four inch (4”) diameter sphere.    

Tread: Indicate the stair tread depth (minimum tread is 10” with a nosing 

of a minimum of 3/4” but not more than 1-1/4”). The greatest tread 

depth difference within any flight of stairs shall not exceed the smallest 

by more than 3/8”.   

Debris and water must be removed in all areas prior to concrete place-

ment.  Concrete cannot be poured when frost is present in the area of 

placement. Welded wire must be overlapped a minimum of six inches (6”) 

and be wired together to avoid displacement. 

Underground electric—approved underground PVC burial depth minimum 

18”, rigid metallic burial depth minimum 6”. 

Underground gas piping must be approved for underground use and burial 

depth is 12” minimum, non-metallic piping shall have a minimum 18 AWG 

yellow tracer wire wrapping the buried pipe and exposed above grade at 

each end. 
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INSPECTION: 
 Concrete 

 Pre-pour Inspection (the slab must 
 be inspected prior to pouring the 
 concrete.)  

 Paver 

 Final Inspection (the slab must 
 be inspected prior to pouring 
 the concrete.) 
 

Underground gas line and under-
ground electric may be required, if ap-
plicable 
 

Lot Coverage  - 35% in most cases 

Impervious Surface Coverage —45% in 
most cases 

R-1 Overlay may differ 
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Adopted Codes 

2021 International Residential Code 

2021 International Fire Code 

Village of Plainfield Amendments 

Fire Pit Code Requirements per Village of Plainfield  
Fire District 
Recreational Fires Within the Village of Plainfield  

Recreational Fires must meet the following criteria for safety and code 
compliance with our adopted fire code. Section 307 of the 2021 Interna-
tional Fire Code pertains to open burning and recreational fires.  

Recreational fires, for example campfires, shall not be conducted within 25 
feet of a structure or combustible material. Examples of combustible mate-
rials include, but are not limited to, fences, trees, bushes, etc. The recrea-
tional fire pile size cannot exceed 3 feet in diameter and 2 feet in height.  

Recreational fires in approved containers shall not be located within 15 feet 
of a structure or combustible material. Examples of combustible materials 
include, but are not limited to, houses, decks, fences, trees, bushes, etc. 
Examples of approved containers include portable outdoor fireplaces, 
portable metal fire pits, stone enclosures and chimineas.  

All recreational fires shall be constantly attended until the fire is extin-
guished. A minimum of one portable fire extinguisher with at least a 4-A 
rating, or other approved fire extinguishing equipment such as sand, water 
barrel or garden hose shall be available for immediate use at all times dur-
ing a recreational fire.  

All recreational fires shall be immediately extinguished if they are found to 
be offensive or objectionable because of smoke or odor emissions or when 
atmospheric conditions or local circumstances make such fires hazardous. 
Examples include, but are not limited to, instances where the smoke is 
causing a medical issue for a nearby resident(s) or when high winds make 
it hazardous to have a fire.  

The burning of garbage, building materials, landscape waste and leaves is 
not allowed. Recreational fires cannot be located within any easement and 
must be at least fifteen feet from your lot lines.  

Any recreational fire not in compliance with the above listed codes shall be 
immediately extinguished. Failure to comply with the adopted ordinance 
can result in tickets and fines. Complaints regarding recreational fires 
should be directed to the Plainfield Police Department while the fire is oc-
curring at 815-436-2341. Additional questions or concerns about recrea-
tional fires should be directed to the Village of Plainfield Code Enforce-
ment Division at 815-439-4806 or the Plainfield Fire Protection District at 
815-436-5335.  

Additional Safety Precautions  

Use kindling to start your fire; never use an accelerant. Don’t overload 
your recreational fire; doing so can cause the fire to become too large and 
could cause burning logs to fall out of the fire. Ashes should be stored in a 
metal can with a lid, away from combustibles. Please keep children and 
pets at least 3 feet away from the recreational fire.  
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